@ELUZEAL Enrich and Secure Your Life

User Manual
(G7 Camera)

Hunan Gaozhi Science And Technologyldab.,



Content

T 1 T 151 X.3
A Y =Yl a1 2= 10 (=] (=] ST SRRSO 4.
3. NEtWOTrKiNG DIBGIAM.....coiiiiiiiie ettt e e e e e s e e e e e e e e s e a b bbb ar e e e e eeeeeeeaannes 4
Bl LWL CONNECHION. ..ottt 5
B 1.2 WWITEA CONNECIION. ...ttt e e et e e et e e e e e e e e e e e eeee e 5
A T & TN 3 1o ] ] (o > o RSP 6.
5. INtrodUCtioN tO APP FUNCHIONS. .. et et e e e 7
B APP INEEITACE. ..ottt e e e 7
B2 A DBVICE. ... ettt eeaeaas 8
oIS I (VST YA o [0 TP X10
S5.4 PIAYDACK. ..o s 11
5.5. DBVICE SEIING. . eitiiiiitiiie ittt sttt b bbb 12
LR - TS = 3 V0 D TP 13
B.5.25 I 8 8 G 2 NR . X oottt 13
5.5.3NEWONIL XX Xttt ettt sttt b s se e es 14
B D AN e e ettt e e e ——— 14
D D B ML oo e ——— 16
D B B RECOI. ... e ettt e e et 17
T (0] - To [T OSSOSO 17
D D 88 BTN oo e 18
D D O P T Z e e e r—— e 19
5.5.10DEVICE INTOMMATION. ... oo e e e e e e e e e e e e e e e e e e e 20

O @ = 1 To IS Yo 111 0] o T 21



1. Structure
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PTZ Reset button Power interface

Slotfor SDcard Network port Battery case



Main Parameter

Video

Compression

Operating System

H.264Compression Format

Image Sensor

2.0MP CMOS Sensor (Sony IMX323)

Core Chipset

Hi3518Ev200 Chipset

Resolution

1080p(1920*1080), VGA(640*360), QVGA(320*160)

Frame Rates

1080P

video

Min lllumination

Color:1.5Lux; W/B: OLux with IR LED on

IRDistance

IR cut filter auto switch on, night vision 10meters

CMOS Feature

Support AWB, AGC, BLC

Lens/Viewing Angel

H>=110°(D>=130°)

Security

Administration for account and password

Local Storage

Support external 128GB Micro SD c&4 hours recording

System Feature

Plug and Play

P2P technology, network penetration up to 99%; Adapt to
all kinds of complex network.

Audio Compression

G.711A

Audio Audio Input 1CH buikin 38dB microphone
Audio Output LdzZAf G0 Ay aLSEF]ISNBymm2 0
PTZ Control | Pan&Tilt Horizontal 340°
Recording Recording Mode Manual recording, timing recording and alarm recording
Management | Video Storage TF card(support 8GB28GB)
Ethernet 10Mbps/100Mbps RJ45
Network Protocols P2P, RTSP, RTMP, ON&ttF,
Wi-Fi Wi-Fi802.11b/g/n 2.4G wireless network
Alarm Motion Detection Support
Alarm Action Capture Photo/video & send emails & APP notifications
System

Requirement

System Configuration

Android 4.0 and above; iOS 8.0 and above.

General

Material Engineeringlastics
Working Environment Indoor
DC5V 2A,  or with 2 pcs batteries (14500/3.7V/800mAH rechargeable

Power Supply

Lithium battery, requires a separate purchase )

Working Temperature

-10N ~+50\

Working Humidity

95%RH

Dimensions

97mm*97mm*129mm(Length*Width*Height)

Weight

<5009

Standard Accessory

Power adaptor; bracket; User guide

Installation Method

ceiling,wall, desk




3. Networking Diagram

3.1.1. WIH Connection

When the camera is powered on, please configure @&Wietwork for it (refer to 5.2 for the configuring
process). Make sure your router has been connected toVlHAN otherwise you will be able to login
the camera and view live video & playback on yooone or other smart devices only on a Local Area
Network (LAN). The figure belowtlge networking diagram fo7
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3.1.2. Wired Connection

When the camera is powered on, please conr@ctamera with router through Ethernet cablgefer to

5.2 for the configuring process). Make sure your router has been connected to the extranet, otherwise
you will be able to login the camera and view live video & playback on your phone or other smart
devices only on a Local Area Network (LANB.fijure below is the networking diagram 167
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4. AppDownload

Scan the QR code below to download and install the ARRavchi K iSagl@Caffrom APPstore or Google
Play.




5. Introduction to APP Functions

5.1. APPInterface

S 1.2oMis = 17:36 O & 41% B

Device List -+

Bring family
at your pocket

® ] ~ Q

Device List Notification Albums My

1. +: Add device

2. @: Device List

3. E]: Notification List

4, @: Albums

(@),
5. ;.  My-----Patternpassword Support, About us



5.2. Add Device

- , -
Scan QR Code  Albums Add Device < Camera Power On

INEW 004954-LZSFF-GBA1
Put QR code inside to scan rry—— Make sure camera be powered

” 1

Device List

Bring family
at your pocket

e
1 0.0¢ - - - n 2 =
< Network connecting < Connect to WIFi < Connect to WIFi
GaoZhi_YF2
Camera s connecting WiFi Click “Next"

Camera start to connect WiFi '
|

AP mode
1.¢FLJ 4! RRé¢ odzilzy
2. Scan the QR code on the camé&racquire Device DIBr manual add
39YGSNI GKS RSTlLdzZA G LI 2462 NDRNEI F ReehiyZy F2NJ 6KS RSOAC
4. Make sure camera is powered and EHpOWERED ON, NEXT
5. EnterWiFi name manually or select the workalolee from WiFilist (only 2.4HZ sygorted), and input
the corresponding passworglease make sure the password is right.
6. ClickdNEXE
7. Wait for 60 seconds, the APP will jump to device ligt,davice you just added will lmaline now.

Device list as beldw



14:07

Device List

1. 0 o: Onling Offline/ Wrong password

2. @: Undodefensestatus, turn off motion detection’ arming statusturn on motion detectionand
alarm linkage

3. : ViewPLAYBACK video
4., : Setting
4 A A va g iy . 5
5. Y [/ KIy3aS O YS Nie®gin passvioid yid teRPR fof tRe camera

6. D Live Video buttontap it to view live video

Notice:1. One camera can stay online on up to 4 APP simultaneously
2. Slide the device litom left to right to remove the camera



5.3. Live Video

Ta;l: button to view live video

< Live View vl

2018-09-06 09:49:34
Viewers:1

i 1(,]\\

ol

'92KB/s 3MB

1. : Local screenshot, which can be viewed indhe f 0 dzY a €

U
2. : Microphone press on it to talk with your phone to camera

Q0
3. L localvidepg 2dz Y& FAYR GKS OARS20640 Ay a! fodzvas

4, .: Loudspeaker, you can hear sound from App

5. I Switch image definitiontap it tod 6 A G OK t A @S OARS208 RSTFAYAIGS
OK 2 2 a4 S ClgallIBldnhced | HIURNEG

6. E: Full screen

7. .: Focus, e camera will continuously monitor this aregliding Screewertically /

horizontallyto control cameraQ rotation, and camerwiill return to the monitoring areafter a
certain period

Notice:1. Half duplex talkback, thiwudspeakemwill turn off when you hold the talk
2.Up to 2 users can view live video
3.1 user for playback simultaneously



4. Manually zoom infout live picture

5.4. Playback

Tap button to enter playback calendaas below

% 244K = 09:51

< Playback

< 2017-11 >

01 02 03 04

05 07 08 09 10 1"

19 20 21 22 23 24 25

26 27 28 29 30

Normal B Alarm

< Hour >

00:00 01.00 02:00 03:00 04:00

1. ’ : Previous & Next buttons, tap to go to other montgur

N

. .: Day(s) with video, tap the day(s) to get time period information for videos

3. MNormal: Green meansormal video

4. Alarm - Red means alarm video

In playback calendar, select specific time period to start playback.



' l 00:10/59:59

1. m: Loudspeaker, tap can hear receddsound
2. : Local screenshot, which can be viewed indhe f 6 dzY a €

3. : Local videpyou may find the video(s) in! f 0 dzY a ¢

711:00;

4 44 The date and time information of current recording

5. mu Pause/start playback

Notice: 1. Supports up to 1 user online playback at the same time
2. Slidethe progress bar to quicklpcatethe playback time

5.5. Device Setting

Tap button to enterdevice setting

15:40

Device Setting

INEW-003810-YXCYZ
My Device

Media

Password

Network
Alarm

Email

Record
Storage
5 Date&Time

PTZ

Device Information



5.5.1.Media

Tap @ button to enter media setting, the interface as below:

84| %] 0.19Kss

<

Volume 100

Colour
@® Soft
(O Colourtul

() standard

Rotation [
Video quality
(® Clear

(O standard

I

1. Volume:slidethe white button to adjust volume, which will change the volume both for talk and
alarm siren

2. Qolor: change the imagenodelby selecingd { 2 TCoOlérfEE ol Stavdacd
Rotation: reverse the image vertically
4. Video quality: two options a&Clea€ and éstandard

w

5.5.2.Password

Tapﬁ button to changepassword, the interface as below

S 072K = 15:03 { 2% W)

< Password

Admin Password

*Administrator has all permissions

Notice: Please reset camera when forget password.



5.5.3.Network

S
Tap * button to change WIFI connectiotthe interface as below:

09:56

Network

Current Wifi Setting:

GaoZhi_YF2 =
Wifi List:
GaoZhi_YF2 s B

Phone Connected

Steps 1. Choose the available WiiRlthe list.
2. Enter the right WIFI password to change WIFI connection for your camera

5.5.4.Alarm

Tap@ to enter alarm settingsee the figure below

Receive Notification ax
Motion Detection &
Sensitivity
—_— —— +
Auto Tracking @&
Schedule
Alarm Area:

*Click and select alarm area

Alarm Linkage:
Send E-mail
Trigger Recording

Siren



1. Receive natification: pls enable it workable if you want get the alarm notifications
2. Motion detection if there is/are moving object(s) within monitoring image, the alarm will be
triggered.
3. Sensitivitytap the &€ or G+ to set the sensitivity for motion detection.
There are3 levels of sensitivity from basic to tofBasi€, 6Good, anddBest.
4. Auto tracking: follow the moving object automatically and keep it in the frame
5. Schedule
a. All day 24 hours recording frorivionday to Sunday
b. Working day24 hours recording from Monday to Friday
c. Custom recording: Users set the daily recording time period
Tap the white bar on the right of ddg.g.dSung), exact clock could be also configured.

4Bl 0.19KSs 16:45 © P 46% e 511 0.18K/s 16:37

< Alarm Schedule < Record Schedule

@® Al day () Al day
(O Working day () Working day

O Custom time period @ Custom time period

(®@)sun.
Time_1

00:00 ~ 24:00
Time_2

00:00 ~ 00:00

Time_3

00:00 ~ 00:00
(@ )Mon.

@Tues.

6. Alarm Areaclick and select the alarm area. The default is all area of screen.

g | ! i t 2 -cr_,'-zs_x 16:12:00
i AN ! -~

All

Clear

Save




7. Alarm Linkage
a. Send amail: an alert email will be sent to you email if there is alarm.
(The email ID should be configured in settings in advance)
b. Trigger Recording:there is motion detect, the camera will record and marked as red in playback
c. Siren: the Siren will be generated when motion is detected

5.5.5.Email
S
Tapbutton to set mailbox information:
484511 %911 0.19K/s © %2 57% W}
<
MTP .
2erver- smtp.gmail.com @

SMTP Port: 465

Encryption:

*This function is only available for mailboxes that
support SSL encryption

Sender: user@gmail.com
Password: eeecee

Receiver: to@gmail.com

E-mail Test

Steps: 1.Tapd@¥ to select the type ofyour mailbox
2. Enter mailbox account and passwordifaorization codég.
(Pls contact customer service if it is confused to get authorization code)
3. Savewhen finish the test, please tap OK button to save

Notice: 1. Please ensure that your mailbox has been opened SMTP sémedo open themailbox
SMTRservice please refer to chapt& Q6



2. If you dofind your mail type, please tafDtherg to fill out mailboxaccounf SMTP server,
port, password, etc.

5.5.6.Record

Tapgq to enter video recording settings, the interface as shown:

485511 511 0.76K/s 15:30

< Alarm Schedule

O Al day
(O Working day

(® Custom time period

N 0.18K/s 16:37

< Record Schedule

(O Al day
(O Working day

(® Custom time period

@Sun. @Sun.

(®)Mon. Time_1

00:00 ~ 24:00

(GWTues. .

— Time_2

(®)Wed. 00:00 ~ 00:00
— Time_3

(@)Thur. -

> 00:00 ~ 00:00

(@Fri. @Mon.

@Sat (é)Tues.

1. All day 24 hours recording from Monday to Sunday
2. Working day24 hours recording from Monday to Friday
3. Custom recording: Users set the daily recording time period
Tap thewhite bar on the right of dafe.g.dSun€), exact clock could be also configured.

5.5.7.Storage

o
StorageT: ap to enter storage settings, the interface as shown:



Display the memory card status
Notice: 1. Formatting the memory card will delete all files in it.

Pleaseconsider carefully before click it
2. Do not insert or remove the memory card when it is powered on.

5.5.8.Date & Time

Tap to enter time settings.

1. You can clickOnekey calibratios button to keep the camera time consistent with your mobile phone
time.

2. Summer time is also available.












